Famous Puppet Death Scenes 

Technical Requirements Rider

Old Trout Puppet Workshop

January 31, 2006

Technical Contact:

Cimmeron Meyer






Production Stage Manager/L.D.






403-512-3463






403-508-4929






cimmeron@shaw.ca
Producing Agent:

Grant Burns






grant@theoldtrouts.org
403-863-7763

Touring Company (6):

Mitchell Craib 

Peter Balkwill






Bobby Hall






Pityu Kendres






Cimmeron Meyer






Judd Palmer

The presenter will provide each member of the touring company with single occupancy accommodation from the start date of the contract until the end of engagement. 
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SET DESCRIPTION:



The set consists of a small puppet apron supporting a 14’ high x 8’ wide central flat with a rear projection screen built into the upper portion.  The flat is flanked by 2 doors, which are hinged to the pillars.  Rigging to the grid may be required if door angle needs to be adjusted for sightlines.  The outside pillars have flat jacks that are affixed to the stage floor with screws or weighed down by sandbags (please supply if attachment to floor is not possible).

SET DESCRIPTION: cont…
Required stage area is 25 feet deep minimum by 30 feet wide minimum and 18-22 feet to the grid.  A matt black floor surface is preferred.

There are also 9 rolling set pieces (7 are rolling backdrops similar to portable chalkboards).  The Puppeteers also use rolling stools during the show.  The floor must be exceptionally smooth and free from ridges or bumps. Great care must be taken to keep cables off the floor.  

MASKING:
A border from your grid height to 10.5’ from the stage floor is required.  

Legs from edge of set to outside wall must create a complete proc and light lock to the walls of the venue.

Masking should be black velour clean and free of rips and stains.

SET PLACEMENT AND SIGHTLINE NOTES:

The show is best when viewed from straight-on and as close-up as possible.  The view from extreme side-seating is not good, and some seats may have to be cut in order to give the best show to everybody.  We aim to have the set no further than twelve feet from the front row and the back row no further than 60 feet from the set.  A steep rake is ideal.  Please see attached ground plan. 

Crate Dimensions:
Storage and transport of crates to be provided by presenter.

1-
Long Box (350lbs)


- 147”L, 30”H, 28”W

2-
Backstage Flats (300lbs)
- 93.5”L, 56.5”H, 26”W

3-
Door Box (275lbs)


- 99”L, 56”H, 26”W

4-
Grue Case (270lbs)


- 72”L, 50.5”H, 23”W

5-
Triangles Box (225lbs)

- 34”L, 38”H, 36”W

6-
Trunk Cart (250lb)


- 50”L, 61.5”H, 30”W

7-
Book Toy Whale (305lb)

- 62”L, 51.5”H, 36”W

8-
Stage fronts (200lbs)

- 58”L, 46.75”H, 23”W

9-
White Box (150lbs)


- 48”L, 33.5”H, 251/2”W

10-
Small Lx Box (200lbs)

- 59.25”L, 28.5”H, 30.5”W

11-
Blue Trunk – (175lbs)

- 40”L, 27.25”, 21.5W”

12-
(14) Ladder Poles (350lbs)
- 104”L, 34”H, 28”W

LIGHTING:
4 socapex cables (24 circuits total) drop from the grid to 10 feet from the deck. This is to plug in lights on our set. We provide the lights on the set.  The splays should be Edison (u-ground) female ends.

We bring a fog machine and a projector that need power (2 @ 120v AC circuits that has to come from the grid.

The projector sits on a board that needs to hang from the grid at 10 feet high and 6 feet back of our set, please provide rigging. We bring the board and cable to run the projector.

Cimmeron Meyer will run lighting console.  Head LX will run video cues using laptop provided by Old Trout Puppet workshop.

Lighting Inventory Required:

(Please insure fixtures are in good working order)

-6 @ Source 4 Drop in Iris Kit 

-6 @ 1k Fresnel with barn doors

-8 @ 19 degree Source 4

-10 @ 26' degree Source 4

-20 @ 36' degree Source 4

-6 @ 50 degree Source 4

-2 @ 4'0" booms Downstage (or 2 floor plates and one boom)

-2 @ 11'0" booms Upstage

(Substitutions can be made to accommodate inventory)

Control Required:

ETC Express or Expression.  If not available an additional day of tech may be required for cuing.

Control Channel Distribution:

-50 Channels for Stage Fixtures

-24 Channels for Puppet Lights on set (we bring our own inkies and low voltage birdies)

-2 non-dim circuits run from grid to set (fog machine and projector)
-1- ? Channels for house lights (dependent on venue)

The Presenter (Venue) is responsible for providing the appropriate gear the day of load in to insure the integrity of the production of "Famous Puppet Death Scenes".

SOUND REQUIRMENTS:

2 CD players with auto stop.

Mixing board with at least 3 stereo channels.

Monitors for the performers back stage.

Cable to plug a microphone in on the set. (Attached to DS edge of apron)

Venues Head Audio operator is required to run show.

TECHNICAL TIME AND PERSONNEL PROVIDED BY THE PRESENTER:  

Day 1:

Pre-hang lighting and masking, Focus – 8 hours – 4 crew including house technician.

Day 2:

Load-in and set up – 4 hours – 6 crew

Cueing and Spacing – 4 hours – Head LX and Sound

Technical Rehearsal – 4 hours – Head LX and Sound

Day 3 

Technical Adjustments – 4 hours – 2 crew

Dress Rehearsal – 4 hours – Head LX and Sound

Show Call – 4 hours – Head LX and Sound

Strike/Load-out:  Six stage hands to strike set and load the truck for a total of four hours One electrician to strike gobos and gels from lighting instruments   Please note:  If lighting instruments are to be struck on the same night as the set strike; a different, additional crew than the set crew must be involved.   

Special Requirements: 

-A safe, clean area close to or on the stage for unpacking and packing, repairs and paint touch ups of puppets for both the set-up, run and the strike.  

-One and one half hour before every performance must be allotted for the company in the theatre for preset.

-There must be clean dressing rooms dedicated specifically for the 4 puppeteers, the PSM/LD and TD from the start date of the contract until the end of engagement.

The Venue must provide all ground plans, sections, elevations, grid plots, and equipment inventories a minimum of 60 days in advance of the engagement in either Vectorworks or AutoCAD and PDF formats (drawings) and inventories as a Word  document.  The attached drawing will give an idea of the set lay-out.    Complete scale drawings of the set (Plan, Section, Elevation) are also available in 'AutoCad' or 'Vectorworks' format, available upon requet.
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